
GUT/Prodis Number: BB07F54E

DoP number: TEPANDEN4/5

Total height (mm) approx.

Carpet

Material / structure
Type of production tufted

Texture 1/10" Saxony

100 % polyamide 

260.040

 400 + 500

7,5

Pile material

Number of tufts/m² approx.

Backing design

Pile weight (g/m²) approx.

Pile height (mm) approx. 

Total weight (g/m²) approx.

Textile 

1.210

5,5

2.480

Pictograms / Quality seal / Certificates

Width (cm) approx.

Repeat (L x W in cm) -
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Can be laid dissipative no

Resistance to earth (Ω)

All samples, brochures and photos are only provided in order to give you rough idea and are not binding. Both age and 

exposure to sunlight have an impact on the natural changes in colour of printed finishes. The colours of the original may 

vary from the way they look in print media or on a screen. At the time of delivery, the product may therefore differ 

clearly from the material sample provided. Only the technical data sheet, which you can find atwww.jordanshop.de, is 

relevant with regard to specific product properties.

Thermal resistance (m²xK/W) approx. 0,075

Mean value + 13 %, - 10 %

Deviation in height

Deviation in length

Deviation in width

Deviation in number of tufts

Deviation in pile weight

Suitable for stairs yes

Nominal width ± 1.0 %

Nominal length ± 1.0 %

Nominal value + 10 %, - 7.5%

yes

Improvement in impact sound glued (dB) approx.

0.25

≥ 5

Anti-static

25

Degree of sound absorption (αw)

Lightfastness

untested

Dimensions and tolerances according to the standard DIN EN 14159 and EN 1307. The dimensional characteristics and 

permissible deviations set in the factory were indicated in accordance with the standard.

Nominal value ± 15 % Deviation in total weight

Fire behaviour Cfl-s1 G-NCS 

Tolerances
Nominal value + 15 %, - 10 %

Suitable for chair castors yes, chair castor type H

Comfort value LC4 - luxurious

Product characteristics
Hard-wearing value 32 commercial - normal
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